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Bag, textile: 5L1, 5L2 or 5L3 
Bag, paper, multiwall, water resistant: 5M2 
Plastic receptacle in steel, aluminum, ply-

wood, fiber or plastic drum: 6HA1, 6HB1, 
6HD1, 6HG1 or 6HH1 

Plastic receptacle in steel, aluminum, wood, 
plywood or fiberboard box: 6HA2, 6HB2, 
6HC, 6HD2 or 6HG2 

Glass, porcelain or stoneware in steel, alu-
minum, plywood or fiber drum: 6PA1, 6PB1, 
6PD1 or 6PG1 

Glass, porcelain or stoneware in steel, alu-
minum, wooden or fiberboard box: 6PA2, 
6PB2, 6PC or 6PG2 

Glass, porcelain or stoneware in expanded or 
solid plastic packaging: 6PH1 or 6PH2 

Cylinders, as prescribed for any compressed 
gas, except for Specification 8 and 3HT 

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as 
amended by Amdt. 173–241, 59 FR 67511, 67518, 
Dec. 29, 1994; Amdt. 173–261, 62 FR 24734, May 
6, 1997; 69 FR 76158, Dec. 20, 2004; 70 FR 34398, 
June 14, 2005; 78 FR 1089, Jan. 7, 2013] 

§ 173.214 Packagings which require 
approval by the Associate Adminis-
trator. 

When § 172.101 of this subchapter 
specifies that a hazardous material be 
packaged under this section, pack-
agings and method of shipment must 
be approved by the Associate Adminis-
trator prior to the first shipment. 

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as 
amended at 66 FR 45379, Aug. 28, 2001] 

§ 173.216 Asbestos, blue, brown or 
white. 

(a) Asbestos, blue, brown or white, 
includes each of the following hydrated 
mineral silicates: chrysolite, crocid-
olite, amosite, anthophyllite asbestos, 
tremolite asbestos, actinolite asbestos, 
and every product containing any of 
these materials. 

(b) [Reserved] 
(c) Packagings for asbestos must con-

form to the general packaging require-
ments of subpart B of this part but 
need not conform to the requirements 
of part 178 of this subchapter. Asbestos 
must be offered for transportation and 
transported in— 

(1) Rigid, leaktight packagings, such 
as metal, plastic or fiber drums, port-
able tanks, hopper-type rail cars, or 
hopper-type motor vehicles; 

(2) Bags or other non-rigid pack-
agings in closed freight containers, 
motor vehicles, or rail cars that are 
loaded by and for the exclusive use of 

the consignor and unloaded by the con-
signee; 

(3) Bags or other non-rigid pack-
agings which are dust and sift proof 
must be placed in rigid outer pack-
agings or closed freight containers. 

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as 
amended at 66 FR 45379, Aug. 28, 2001; 68 FR 
45034, July 31, 2003; 71 CFR 78632, Dec. 29, 
2006] 

§ 173.217 Carbon dioxide, solid (dry 
ice). 

(a) Carbon dioxide, solid (dry ice), 
when offered for transportation or 
transported by aircraft or water, must 
be packed in packagings designed and 
constructed to permit the release of 
carbon dioxide gas to prevent a buildup 
of pressure that could rupture the 
packagings. Packagings must conform 
to the general packaging requirements 
of subpart B of this part but need not 
conform to the requirements of part 178 
of this subchapter. 

(b) For transportation by vessel: 
(1) Each transport vehicle and freight 

container containing solid carbon diox-
ide must be conspicuously marked on 
two sides ‘‘WARNING CO2 SOLID (DRY 
ICE).’’ 

(2) Other packagings containing solid 
carbon dioxide must be marked ‘‘CAR-
BON DIOXIDE, SOLID—DO NOT STOW 
BELOW DECKS.’’ 

(c) For transportation by aircraft: 
(1) In addition to the applicable 

marking requirements in subpart D of 
part 172, the net mass of the carbon di-
oxide, solid (dry ice) must be marked 
on the outside of the package. This 
provision also applies to unit load de-
vices (ULDs) when the ULD contains 
dry ice and is considered the pack-
aging. 

(2) The shipper must make arrange-
ments with the operator for each ship-
ment. 

(3) The quantity limits per package 
shown in Columns (9A) and (9B) of the 
Hazardous Materials Table in § 172.101 
are not applicable to dry ice being used 
as a refrigerant for other than haz-
ardous materials loaded in a unit load 
device or other type of pallet. In such 
a case, the unit load device or other 
type of pallet must allow the venting 
of the carbon dioxide gas to prevent a 
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